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Thank you for purchasing our GRRilla light bar mount for your Xterra.  

Should you have any questions feel free to contact us at OffroadGorilla.com 

 

Parts List: 

(1) GRRilla Mount, Driver Side 

(1) GRRilla Mount, Passenger Side 

(4) M6x40mm SS Button Head Allen Bolt  

(4) M6 SS Split Washers 

(4) ¼” SS Flat Washers 

(2) M6x16mm SS Button Head Allen Bolt (D,S) 

(2) M8x16mm SS Button Head Allen Bolt (XL) 

(2) M6 SS Flat Washer (D & S Series) 

(2) M8 SS Flat Washer (XL Series) 

(2) M6 Rubber Washer (D & S Series) 

(2) M8 Rubber Washer (XL Series) 

 

1. a) If your light bar has removable mounting bolts, remove them and determine if your 

light bar uses the smaller M6 or larger M8 bolt size for mounting. These bolts will be 

replaced with shorter versions. 

 

b) If your light bar has permanent mounting studs remove and save the locking nuts and 

place a M6 or M8 rubber washer on each of your light’s mounting studs. Push the rubber 

washer flush against the light. Skip to Step 5. 

 

2. Place a M6 or M8 flat steel washer on (2) of the included 16mm long M6/M8 bolts. 

 

3. Insert the M6 or M8 bolt and washer through each of your mounts. 

 

4. Place a M6 or M8 rubber washer on the inside of each of the mounts. Push the rubber 

washer flush against the mount. 

 

 

 

 

 

 

 

 

 

 

 
Rubber Washer and Flat Washer Locations 

 



GRRilla 40” LED Light Bar Mount Installation Instructions 

(Nissan Xterra 2005-2013) 

 

Version 4.2         Page 2 of 2 

5. Remove the (2) most forward torx bolts, using a T27 bit, from each side of your roof rack. 

In order to break loose the thread lock tight Nissan used you may want to tighten the 

bolts first, ~1/8 of a turn. 

 

6. Install the passenger side mount using (2) M6x40mm bolts, (2) M6 lock washers, and (2) 

¼” flat washers, only hand tighten these bolts for now. You’ll need to use some type of 

non-hardening thread sealant on these bolts to keep water from seeping past the threads 

and onto your headliner. 

 

 

 

 

 

 

 

 

 
 M6x40 Bolts with Washers in Place                       Determining Driver from Passenger Side Mount 

You’ll want a second pair of hands for the next couple of steps 

 

7. Install your light bar onto the passenger side mount. Either hand tighten the M6/M8 bolt 

or install a M6 flat washer on the outside of the mount and screw on the locking nut, just 

a couple of threads, that came with your light bar. 

 

8. Install the driver side mount onto your light bar by either hand tightening the M6/M8 bolt 

or installing a M6 flat washer on the outside of the mount and screw on the locking nut, 

just a couple of threads, that came with your light bar. 

 

9. Install the driver side mount to your roof using (2) M6x40mm bolts, (2) M6 lock washers, 

and (2) ¼” flat washers, only hand tighten these bolts for now. Again you’ll need to use 

some type of non-hardening thread sealant on these bolts to keep water from seeping past 

the threads and onto your headliner. 

 

10. Adjust the aiming of your light bar; tighten the M6/M8 bolts or M6/M8 locking nuts on 

both sides of your light bar once aimed. 

 

11. Slide the mounts forward or backwards to ensure the back of your light is as close as 

possible to the air dam without actually touching it. 

 

12. Tighten the (4) M6x40mm bolts. Do not over tighten these. The rivnuts Nissan uses in 

the roof can spin loose. 

 
13. After 25, 50, and 100 driving miles check that all nuts and bolts used in this installation have 

remained tight. OffroadGorilla.com recommends checking all the nuts and bolts on a monthly 

base after the first 100 driving miles. This mount is for offroad use only. 

 

14. Now light up the night! (while offroad only of course)  


